Product Data

For complete specifications, visit www.select-hinges.com

SELECT geared continuous hinges outperform other hinge designs by distributing door weight along the full frame length.
Available in anodized Clear or Dark Bronze standard. Modifications for special applications available. Call SELECT at 800-423-1174.

Load/Frequency Rating

Warranty

Shipping

For 1-3/4" doors except where noted;
48" maximum door width.

Geared

SELECT ships 99% of
hinge orders in 48 hours
— and most of those in
24 hours. Unusually large quantities
or custom processing may require
additional time.

GEARED
Standard Duty (SD):
up to 200 lb., medium frequency
Heavy Duty (HD):
up to 200 lb., high frequency
up to 400 lb., medium frequency
up to 600 lb., low frequency
Heavy Duty (LL):
up to 1,000 lb., low frequency

PIN & BARREL
up to 400 lb., medium frequency
up to 600 lb., low frequency

Fire Rating
All SELECT Hinges
(excluding Toilet Partition
models) have been
UL® tested and certified to Fire Rating
Standards UL10B, UL10C and UBC 7.2
(positive and negative pressure) in the
U.S. and Canada.

Traffic calculator
SELECT Products Limited warrants its
geared continuous hinges will not fail
under normal use, as long as they
were installed according to instructions
enclosed with every SELECT hinge. We
warrant our hinges to be free of defects
in materials and workmanship. This
warranty is continuous and has no time
limit.

Pin & barrel

As an option, SELECT’s patented
process allows A-Label Fire Listing for
up to 3 hours without fire pins or studs
for door and frame assemblies having
approved construction components.
Specify FR3.

SELECT brand pin & barrel
continuous hinges are guaranteed
to be free of defects in materials
and workmanship for a period of 25
years. No claims for faulty or improper
installation, consequent damages,
repairs or back charges will be allowed.
This warranty does not cover defects
or damage resulting from vandalism,
abuse, improper maintenance, improper
storage, shipping or handling, alteration
or removal of the factory-applied
lubricant, anodizing or painting of
product in the field.

PIN & BARREL

ELECTRICAL MODIFICATIONS

SELECT pin & barrel hinges have been
UL® tested for use on single-mounted
doors, up to 3 hours for hollow metal
doors, 1-1/2 hours for hollow metal with
composite wood core fire doors and 20
minutes for wood doors.

All electrical modification components
on SELECT Geared Continuous Hinges
have a full 5-year warranty. Electrical
modification components on Pin &
Barrel Continuous Hinges have a
5-year warranty.

GEARED
SELECT geared hinges have been UL®
tested for up to 90 minutes without fire
pins or studs.
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Use our exclusive Traffic Calculator on
our website to see how much you can
save by using SELECT hinges on your
high-traffic entrances. The calculator,
designed for school facilities, lets
you input your population numbers,
entrances and budget information
and then tells you how long you’ll
avoid door repairs and hassles. It also
shows the amount of money SELECT
hinges can save you annually from your
maintenance budget.
Visit select-hinges.com and give it a try!

Every SELECT Geared
Made in
Continuous Hinge is
USA
manufactured in the United
States and complies with
the Buy American provision,
section 1605, of the Recovery Act.
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